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• SPECIFICATIONS 
 

Application Range (GVW) (t / lb) 15 – 18 / 33000 - 39500 
12V 1650 Nm / 1218 lb-ft Maximum braking torque 24V 2000 Nm / 1476 lb-ft 

 Complete  232 Kg / 511 lb 
WEIGHT 
(no brackets) 

Stator 154 Kg / 339 lb 

 Rotors 78 Kg / 172 lb 

Rotors Inertia 2.69 Kgm2 / 64 lb-ft2 

Maximum transmissible torque 31600 Nm / 23321 lb-ft 

Max. admissible R.P.M. (min-1) Constant 
Periodic 

2600 
3600 

Air-gap regulation (±0.1 mm / 0.0039 inch.) 1.4 mm / 0.0551 inch. 
 

• PERFORMANCE CURVES 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 

CFK-200 MODEL 
TECHNICAL SPECIFICATIONS 

0

200

400

600

800

0 1000 2000 3000

20´

COLD

r.p.m.

H.P. KW

800

400

200

1000

600

    0

12V

24V

Torque Power 



 

 

 

TS20064-rev5 
JUN 2003 

This information is provided on a confidential basis and may not be reproduced or used in any way without 
the express written consent of INDUSTRIAS ZELU S.L. additional copies will be provided on request. - 3 - 

 

• DIMENSIONS  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

• MAIN COMPONENTS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

1-Rotor 
2-Stator 
3-Bearing housing 
assembly 
4-Flange 
5-Nut 
6-Connecting terminal 
7-Coil 
8-Pole plate 
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• ELECTRICAL SPECIFICATIONS 
 

Voltage (depending on vehicle equipment) 12 V 24 V 

Resistance per circuit (Ω)  ±5% (20ºC) 0.26 0.63 

Resistance per coil (Ω)  ±5% (20ºC) 0.52 1.26 

Consumption per circuit (A) ±5% (20ºC) 46 38 

Insulation resistance (MΩ) 1 
 
 
 

• INTERNAL WIRING DIAGRAM 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CFK-200 MODEL 
ELECTRICAL SPECIFICATIONS 

12V – 24v 

Wiring of 12 and 24 VDC version is equal, only the coil is different 
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CFK-200 MODEL 
BRACKET OPTION 

 

1-CFK-200. 
2-Flange. 
3-Retarder bracket (2 uni.) 
4-Chassis bracket (4 uni.) 
5-Silentblock “CO”  (4 uni.) 
6-Screw M14   120 Nm ±5% 
7-Screw M18(x1.5) 290 Nm ±5%
8-Vehicle chassis. 

Internal brackets with “CO” 
Silentblock. 
Usually used in wide chassis. 

 

1-CFK-200. 
2-Flange. 
3-Retarder bracket (2 uni.) 
4-External Chassis bracket (2 uni)
5-Silentblock “SC21” (4 uni.) 
6-Screw M14   120 Nm ±5% 
7- Screw M18(x1.5) 290 Nm ±5%
8-Vehicle chassis. 

1-CFK-200. 
2-Flange. 
3-Retarder bracket (2 uni.) 
4-Chassis bracket (4 uni) 
5-Silentblock “SC21” (4 uni.) 
6-Screw M14   120 Nm ±5% 
7-Screw M18(x1.5) 290 Nm ±5%
8-Vehicle chassis. 

External brackets with “SC21” 
Silentblock. 
Usually used in chassis where the original 
elements of the vehicle prevent using 
the previous mentioned. 

Internal brackets with “SC21” 
Silentblock. 
Usually used in narrow chassis. 
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