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e SPECIFICATIONS

CFK-300 MODEL

TECHNICAL SPECIFICATIONS

Application Range (GVW) (t/ Ib)

18 —24 /39500 - 52900

Maximum braking torque 12V 2220 Nm / 1638 Ib-ft
24V 2700 Nm / 1993 Ib-ft
Complete 310 Kg /683 1b
(WEIC;I?)T Stator 202 Kg / 445 1b
Rotors 108 Kg /238 1b
Rotors Inertia 4.65 Kgm® / 110 Ib-ft*
Maximum transmissible torque 31600 Nm / 23321 Ib-ft
Max. admissible R.P.M. (min™) I()::rrilzt;rét gggg

Air-gap regulation (0.1 mm / £0.0039 inch)

1.4 mm / 0.0551 inch
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e DIMENSIONS
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1400 tmm 162mm 1400 mm

1-Rotor
2-Stator

3-Bearing housing
assembly

4-Flange

5-Nut

6-Connecting terminal
7-Coil ,
8-Pole plate /
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e ELECTRICAL SPECIFICATIONS

CFK-300 MODEL
ELECTRICAL SPECIFICATIONS

Voltage (depending on vehicle equipment) 12V 24V
Resistance per circuit (Q) +5% (20°C) 0.21 0.68
Resistance per coil (Q) +5% (20°C) 0.42 1.36
Consumption per circuit (A) 5% (20°C) 56 35
Insulation resistance (MQ)

e INTERNAL WIRING DIAGRAM
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Wiring of 12 and 24 VDC version is equal, only the coil is different
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Internal brackets with “CO”
Silentblock.
Usually used in wide chassis.

Internal brackets with “SC21”
Silentblock.
Usually used in narrow chassis.

External brackets with “SC21”
Silentblock.

Usually used in chassis where the original
elements of the vehicle prevent using
the previous mentioned.
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CFK-300 MODEL
BRACKET OPTION

1-CFK-300.
7 2-Flange.
3-Retarder bracket (2 uni.)
4-Chassis bracket (4 uni.)
o 5-Silentblock “CO” (4 uni.)

‘g 6-Screw M14 120 Nm +£5%
7-Screw M18(x1.5) 290 Nm +5%
8-Vehicle chassis.

8 7 1-CFK-300.
2-Flange.
Sa 3-Retarder bracket (2 uni.)
4 4-Chassis bracket (4 uni)

5-Silentblock “SC21” (4 uni.)
6-Screw M14 120 Nm +5%

7- Screw M18(x1.5) 290 Nm +5%
8-Vehicle chassis.

1-CFK-300.

2-Flange.

3-Retarder bracket (2 uni.)
4-External Chassis bracket (2 uni)
5-Silentblock “SC21” (4 uni.)
6-Screw M14 120 Nm +5%

7- Screw M18(x1.5) 290 Nm +5%
8-Vehicle chassis.
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